
Connect the Cross-Member and Legs
The cross-member is 
reversible and works 
upside down or from 
either side. Align the 
holes in the leg with 
the threaded holes 
in the cross-member. 
Insert two 1-in (me-
dium) Phillips screws 
into the threaded 
holes. Leave them 
loose. Repeat this 
procedure for the 
other leg. Tighten all 
four screws. Place the stand upright with the levelers on the ground.

This guide shows how to assemble and setup a stand for Ioline 
equipment. Consult the electronic User Guide for your machine to 
find detailed information about installation and operation. Electronic 
User Guides require Adobe® Acrobat® viewer.

Step 1: Unpack
Remove the stand parts and hardware kit from the box. Check the 
packing list. Always use two people when lifting the machine, one 
person at each end. Save all of the packing materials.

Required tools

n Phillips screw driver

n 7/16-in wrench

n Bubble level

Step 2: Assemble the Stand

Figure 1. Attach the stand feet.
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Ioline equipment is heavy 
and could cause  injury if 
it falls. A minimum of two 

people are required to safely lift 
and attach machines to the stand. 
One person should hold the 
machine while the second person 
screws it to the legs. 

Caution

Proper lifting and attachment 
requires two people.

Ioline Stand Assembly

Figure 2. Connect the cross-member.

Attach the Stand Feet
Attach one foot to 
each leg by sliding it 
between the tabs then 
using three 1.5-in 
(long) Phillips screws 
and three 7/16-in hex 
nuts. Repeat this pro-
cedure for the other 
leg. Screw all of the 
leg levelers halfway 
into the ends of the 
stand feet. Thread 
all four levelers in 
equally to ensure 
your machine is level 
and stable. 



Step 3: Attach Machine to Stand

Place Machine on the Stand
Use a Phillips screw 
driver to remove 
both short metal feet 
from the bottom of 
the machine if they 
are installed. Two 
people should then 
lift the machine, 
holding it under the 
end covers,  onto the 
stand. Slide the tabs 
on the bottom of the 
machine inside the 
top of both legs mak-
ing sure to keep fingers clear. Make sure that the tabs are inside the 
stand legs and the holes in the legs line up with the threaded holes in 
the tabs as shown in the figure.

Insert the Screws
Have one person hold 
the machine while the 
other person inserts 
the screws to secure 
the machine to the 
legs. Insert the 3/8-in 
(short) Phillips head 
screws though the 
leg and into the tabs 
on the machine then 
tighten all four screws. 

Check the Stand for Level
Check that the machine is level by attempting to rock it back and forth. 
If it moves, use the 7/16-in wrench to adjust the stand feet until the 
machine is stable. Check the machine with a bubble level and make 
fine adjustments to the leveler feet until it is level side-to-side and 
front-to-back. Reconnect cables as necessary. Assembly is complete.
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Figure 3. Place machine tabs inside stand legs.

Figure 4. Insert screws in tabs.

Customer Service
Ioline Corporation is committed to providing quality service and 
support to our customers. If you need assistance with an Ioline prod-
uct, please contact us:

Ioline Customer Service Department
Monday through Friday

7:00 A.M. - 5:00 P.M. U.S. Pacific Time
Voice: 1.425.398.8282
Fax: 1.425.398.8383

support@ioline.com
www.ioline.com
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Make sure to disconnect all cables  
from your machine before mount-
ing on the stand.

Important


