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CrystalPress Sorter Bay Bracket Screw Installation
Procedure P/N: 111276, Revision 0

Step 1. Turn off and un-plug the machine. Step 2. (2) 1.25” Hex screws and a Allen Hex driver 
5/64” that will be needed to install the screws in the 
threaded insert on the sorter bay brackets.

Step 3. Lower the pinch wheel arm down. You will 
need to do this when you turn the CrystalPress up-
side down to get to the bottom pan cover.

Step 4. Remove all 7 screws that hold the bottom pan 
cover on. Remove and place the cover aside.

Step 5. Shown: The left sorter bowl bay bracket. 
Arrow points to the threaded insert in which the 1.25” 
Hex screw will fit into. 

Step 6. Using the 5/64” Hex driver, turn the driver 
until the screw lightly presses against the lower 
front edge of the platen (red arrow), then turn 1/4 
turn. NOTE: DO NOT OVER TIGHTEN, METAL 
WILL FLEX.

Step 7. The screw is shown fully inserted. Step 8. Shown: The right sorter bowl bay brack-
et. You will need to remove the wires (white ar-
row) and the clip (red arrow) to get to the threaded 
insert. See steps 9 and 10.

Tools required: Screwdriver and a Allen hex 
driver 5/64”.

NOTE: You will need  to support and balance the 
CrystalPress when you turn the machine up-
side down during this step.



2

14140 NE 200th St. 
Woodinville, WA.  98072

(425) 398-8282
www.ioline.com

Step 9. Gently pull the cable tied group of wires out 
from the gray plastic clip as shown.

Step 10. You will need to peel off the gray plastic 
clip from the metal bay bracket. NOTE: Place this 
clip to the side, you can re-use this clip when        
complete or use the new one in the kit. 

Step 11. Threaded insert (arrow) in which the 1.25” 
Hex screw will be installed. Step 12. Using the 5/64” Hex driver, turn the driver 

until the screw lightly presses against the lower front 
edge of the platen, then turn 1/4 turn more. NOTE: 
DO NOT OVER TIGHTEN, METAL WILL FLEX.

Step 13. The screw is fully seated into the threaded 
insert.

Step 14. Adhere the gray plastic clip (white arrow) 
back on the metal bay bracket and insert the group 
of wires (red arrow) into the clip for a secure hold.

Step 15. Install bottom cover on, then insert all 7 
screws to the bottom pan, tighten screws, then turn 
right side up.

Step 16. Test to confirm operation then you are ready 
to print.                                             ...FINISHED.


