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Replace Carriage (Y) Transmission Assembly on Original FlexJet 

Kits for #108227, Procedure #111111 Rev 0

Step 1: Tools needed: Phillips screw driver, 9/64” hex 
and a 11/32” socket wrench.

Step 2: New Y transmission for the FJ. Motor and 
bracket.

    
  

Step 5: Remove the belt from the carriage as shown.

Step 4: Turn the tensioner screw 2 full turns counter 
clockwise. This will loosen the Y belt for easier removal 
from the carriage.

Step 6: Pull the belt free from the Y bracket as shown.

Step 7: The belt is free from the bracket. Allow the 
belt to hang as shown.

Step 8: Disconnect both the black clip and the white 
clip. This will free the Y transmission from the power 
and the encoder wires.

Step 3: Turn off and unplug power cord. Remove both 
the left and right end covers for access.
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Step 9: Remove the (4) silver nuts that attach the 
bracket to the frame. Remove the old Y transmission 
and place on the table.

Step 10: While holding the new transmission, thread 
the Y belt around the small pulley as shown. 

Step 11: Insert the  ‘T’ clip through the hole in the 
side plate (arrow). This will make it easier to grasp the 
Y belt once the bracket is attached to the frame.

Step 12: Attach the new transmission to the frame 
with the (4) silver nuts and tighten down.

Step 13: If needed...shown is the cable adapter PN 
111059. This will connect from the motor to the power 
cables shown in step 15.

Step 14: New motor: Re-connect the power and 
encoder cables as shown.

Step 15: Shows how the adapter is connected.

Step 16: Re-connect the Y belt to the carriage and 
tighten the Y belt with the tensioner. See step 4. 
NOTE: Turn 2 full turns clockwise.   ...FINISHED


