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Install a Keypad on the FJE, FJE-II & FJEX-II 
Product P/N 108718  
Procedure P/N 109809 Rev 0

Step 1: Tools needed: Phillips screw driver, 11/32 inch 
socket wrench with extension and a grounding wrist 
strap.

Step 2: The new Keypad # 108718 with the electronic 
shield (black arrow).

Step 5: Remove the 2 silver screws located at the 
bottom of the right cover (yellow arrows). Remove the 
cover by pulling straight out (black arrow).

Step 4: Remove the right end cover. Unscrew the one 
black screw (arrow).

Step 6: Remove all 18 screws on the back cover. 8 on 
top and 8 underneath (arrows). Pull off the cover 
just a few inches. NOTE: You need to unhook the 
2 clips in steps 7 and 8 before totally removing 
the cover. This step may require 2 people.

Step 7: Disconnect the white fan clip (arrow). Step 8: Disconnect the red paper out sensor (arrow). 
Remove the cover and lay it on floor.

Step 3: Turn off and unplug the power cord and the 
communication cable.
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Step 9: You will need to remove the green keypad 
cable (yellow arrow). To make this step a little easier, 
first remove the grey communication cable (black 
arrow). 

Step 10: Remove the green cable by pulling straight 
out towards you.

Step 11: The green cable has been pulled off the pins.
Step 12: Pull the cable out through the slot in the end 
plate (arrow).

Step 13: The cable has passed through the slot

Step 14: With the Phillips screw driver, remove the 
screw (black arrow) that connects the resistor to the 
keypad and place the screw to the side. NOTE: Do 
not remove the nut (red arrow) that connects 
the resistor to the transmission bracket.

Step 15: With the 11/32 inch socket wrench, remove 
both of the nuts that hold the keypad to the end plate 
(arrows).

Step 16: Left photo: To remove the cable and the 
electronic shield from the end plate, simply slide it up 
out of the grey clip. NOTE: This black shield will 
remain with the old keypad. The new Keypad has 
a new shield. Right photo: Pull the keypad off of 
the threaded studs as shown. NOTE: This will take a 
little effort to remove.
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Step 17: Photo shows the old keypad removed from 
the machine. Ready for the new keypad.

Step 18: Slide the new keypad onto the threaded 
studs. Place by hand, or with the socket extension, 
both of the nuts on the threaded studs to secure the 
keypad to the end plate. Will tighten in step 19.

Step 19: With the 11/32 socket wrench, tighten both 
the upper and lower nuts as shown (arrows).

Step 20: Re-attach the resistor to the keypad with 
the screw and nut as shown (black arrows). NOTE: 
Before tightening the screw, loop the resistor 
over the hole as shown (red arrow). Tighten the 
screw (black arrow).

Step 21: The black electronic shield needs to be 
slipped into the grey clip as shown (arrow). NOTE: 
This shield does envelope the green cable.

Step 22: The green keypad cable can be inserted 
through the end plate slot (arrow).

Step 23: Shown, is the cable correctly threaded 
through the slot and ready to attach to the board.

Step 24: You will need to move the grey communica-
tion cable out of the way to see and insert the keypad 
cable into the receptor on the board (arrow).
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Step 25: With the new keypad cable correctly attached 
the main board and inserted over the pins fully, re-
attach the grey communication cable into its proper 
slot as shown (arrow).

Step 26: Place the rear cover back on. Re-connect 
both the fan clip and the paper out sensor clip as 
shown and place on the machine.

Step 27: Attach 2 screws (1 on each end) to secure 
the cover until a final test is done. NOTE: All the 
screws will be re-attached later.

Step 28: Plug in the power cord and turn on. If you 
connected all the cables correctly, the carriage will 
move to the end plate and back and the lights on the 
new keypad will light up. If it does, continue on to step 
29. If it does not, check your connections.

Step 29: Place the remaining 14 screws back on the 
rear cover.

Step 30: Place the right end cover back on. (1) black 
screw as shown (arrow).

Step 31: Place the (2) silver bottom screws (arrow) 
back on to secure the right end cover.                   .                                                                 
                                                          ...FINISHED


