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Re-packing Guide (w/stand) FJE
Product P/N 110720/109520

Procedure P/N 110960 Rev 0

Step 1:The FJE is ready to wrap. However, the car-
riage needs to be placed in the middle of the ma-
chine.

Step 2: Tape the Y belt (front and back) in the area 
shown (this will prevent the carriage from moving. 
Also, tape down the blue arms of the ink cartridge. 
NOTE: Remove the ink cartridges.

Step 3: The FJE is wrapped and the cartridge is in 
the correct location. NOTE: The take up bar is 
inserted (white arrow).

Step 4: (4) 3/4” wood screws will be necessary to 
attach the 2 leg sections to the bottom wood struc-
ture. See steps 5, 6 and 7.

Step 5: Both legs of the stand are placed on the 
base of the box. Step 6: Up close photo of the left leg. This shows 

where (2) of the wood screws are inserted (white 
arrows).

Step 7 Up close photo of the right leg. This shows 
where (2) of the wood screws are inserted (white 
arrows).

Step 8: Ready for the FJE to be placed in the ship-
ping box.
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Step 9: The FJE (with the take-up-bar) is nestled 
against the stationary foam pieces.

Step 10: Up close photo of the take-up-bar (left side) 
with a small piece of Styrofoam. NOTE: A plastic 
tie wrap is used to secure the bar. You can use 
tape for this step.

Step 11: Up close photo of the take-up-bar (right 
side).

Step 12: (4) bolts, (4) metal washers, (4) nylon 
washers, (4) locking washers, and (4) nuts. NOTE: 
These are to secure the FJE to the wood frame.

Step 13: This shows how the bolts should appear  
when the FJE is placed in the frame. Step 14, is a 
close up of the outside and the inside of the frame.

Step 14:Install bolts to hold machine in the box 
frame. This shows how a bolt should look. Through 
the wood, then the FJE metal end plate. On the inside 
of the of plate (photo on the right) the nylon washer, 
the locking washer, then finally the nut.

Step 16: Shows the right side with the right side foot 
assembly (white arrow) inserted into the foam block.

Step 15: Shows the left side with the left side foot 
(yellow arrow) inserted into the foam block.
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Step 17: Ready for the next step of placing the 3 
bars. Feed shaft, the rear dancer bar (black), and the 
top bar (Gray).

Step 18: Shows all 3 bars placed in the foam braces.

Step 19: Close up of the 3 bars inserted (pressed) 
into the foam braces. This will secure the bars from 
moving around during shipping.

Step 20: The last piece to be placed in the foam 
brace is the (gray) cross member (arrow).

Step 21: All pieces are placed in the foam braces. The 
white box (black arrow) is the accessory kit. You can 
tape it to the cross member if needed. You are now 
ready to place the top lid. See step 22.

Step 22: The FJE boxed and ready to ship. NOTE: 
The black metal bracket is on the outside of 
the top lid (white arrow). Strips of tape must be 
used to help secure the top to the bottom on all 4 
sides. Arrows show the placement of the tape. You 
can use staples or banding to secure the top if you 
have them.                                       ...FINISHED                                                                              
                                                        


