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Install Keypad on Ioline Cutters
Procedure #111040 for Kit #106665-90

Step 1: Tools needed: Phillips screw driver, 9/64 socket 
wrench with a 6 1/2” extension and a 11/32” Allen 
wrench.

Step 2: New keypad. Used for the I/S, 100, 300 and 
the 350 machines.

    
  

Step 5: You will need to remove the transmission 
bracket. See step 6.

Step 4: On the left, is a I/S and 100 carriage and on 
the right, is a 300/350 carriage. Unclip the silver T 
shape clips from the carriage base.

Step 6: With the socket wrench, remove all 4 screws 
that hold the Y transmission bracket. Pull the bracket 
away from the plate and place on the table.

Step 7: Remove the old keypad. Step 8: To remove the keypad, unscrew both of the 
screws.

Step 3: NOTE: Remove both end covers. With the 
Allen wrench 11/32”, loosen the tensioner screw 2 full 
turns counter clockwise. This will loosen the Y belt.
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Step 9: After you remove the keypad, pull the ribbon 
cable (arrow) by pulling straight out from the board.

Step 10: A close up of the ribbon cable that you will 
remove.

Step 11: With the new board in hand, the ribbon cable 
needs to be plugged in fully.

Step 12: The ribbon cable is shown plugged in cor-
rectly. See step 10. It should appear exactly as shown.

Step 13: Attach the new keypad back on the plate as 
shown and screw down.

Step 14: Re-attach the transmission bracket with the 4 
screws as shown.

Step 15: Re-attach the belt ‘T’ clips onto the carriage 
as shown (either the I/S carriage or the 300/350 car-
riage).

Step 16: Re-tighten the tensioner. 2 full turns clock-
wise. Place both of the covers back on.  FINISHED.


