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                      Universal Power Supply Replacement Procedure
                                     Procedure #111427 Rev 0

Step 1: 1 power supply, 1 mounting plate and 4 
screws. This is to replace the old power supply. Step 2: Power supply cable. This will connect the 

power supply to the main board.

    
  

Step 5: If not already attached to the base plate, place 
the power supply on top of the base as shown. Use the 
4 screws to tighten down the power supply to the plate 
(black arrows). NOTE: There are 2 holes in the 
plate (red arrows). The top hole will align with a 
hole in the platen.

Step 4: Turn over and remove the bottom cover by 
removing the screws.

Step 6: Shown are the power supply cable (green and 
black) marked by the (black arrow). The yellow arrow 
points the rear panel cable. NOTE: This cable is 
already attached to the machine.

Step 7:  A close up of the power supply. This shows 
where the power cable is connected to the 6 prongs 
(black arrow). The rear panel cable is connected to 
the 2 prongs (yellow arrow). Note: The 350 has 2 
power supplies

Step 8: With both cables attached to the power supply 
and the main board, this shows the power supply 
screwed into the platen. NOTE: only one screw is 
required since only one hole aligns with the bracket.

Step 3: Turn off and unplug the power cable and the 
communication cable. Caution: Use an ESD wrist 
Stap to ground yourself to the machine before 
touching electronics.

      

Tools required: Phillips screwdriver.
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Step 9: Place the bottom cover back on and replace 
the screws. If you have a kit (that came with the 
power supply, it contains a packet of grease.  Use that 
to place a small amount in the holes ofthe platen to 
catch any aluminum debris.               ...FINISHED                   


