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Ioline Design II

Applies to:
Ioline Design

New Features

Centerline Trace

Type out the text and Weld

A Centerline Trace is perfect for creating quick single-stroke text for rhinestone designs using 
just about any style font.

Tutorial

Click on the “A” in the toolbar and 
click on the first “A” in the fly-out 
menu.

Text

Text Compose

Click on the screen to place the cursor 
where you want to type the text out.

Cursor

Click on the Font Detective in the upper 
left corner to select the font you want to 
use.

Font Detective
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Pick a font in the font detective and click 
Select

Type out the word you want to make into a design.

Since each letter is treated indi-
vidually the word must be welded. 
Select the text so the boxes appear 
around the text.

Click on the Weld tool in the tool-
bar and select the first tool. This 
is the Basic Weld tool. The text 
will weld so the entire word is one 
graphic.

Note: If you leave the word un-
welded your centerline trace will 
be separate letters.

Overlaps
Unwelded

welded

Weld

Basic Weld
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2 Centerline Trace
Select the text so the boxes appear 
around the word. Click the Scan 
Tools icon in the tool bar.

Scan Tools

Select the Centerline icon in the 
fly-out menu.

Center line

Image Traced

Select the outline of the word and press delete on the keyboard. This will delete the original 
text and leave only the centerline trace.

Change line colors if you want to separate parts of the design into layers. Export the design 
for the CrystalPress as normal. Open the design in CrystalStudio and edit as needed.

Layer #1

Layer #2
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1 Importing a bitmap

Tutorial

Click  File > Import...

Accuscan

Bitmap Vector

Accuscan will allow you to automatically trace a bitmap image into a vector graphic.

Select a bitmap file that you want 
to trace and click Import.

The mouse pointer will turn into an 
angled bracket. Click anywhere on 
the screen and the picture will be 
placed right there.
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Make sure the picture is still se-
lected and click on the Scan Tools 
icon in the tool bar. Click on the 
first icon (Accuscan) in the fly-out 
menu.

Scan Tools

Accuscan

2 Tracing the bitmap

NOTE: If you see this error when clicking 
on Accuscan, follow the directions below 
to clear this up.

1. Make sure the bitmap is selected 
and click Transform > Render to 
Bitmap.

2. Make sure the color depth says 
‘Full Color’. Click Apply.

Now accuscan can be used to trace the bitmap.
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The Accuscan options will appear at the top of the window.

Click on the Posterize Region icon. 
And change the number to 2 colors. Posterize Region

This will convert the trace to 2 
colors for tracing. This setting can 
change if you have more colors in 
the design you want to trace.

Click on the Vectorization icon
Vectorization

This will trace the bitmap turning it 
into a vector graphic

Click on the Select Tool. You will 
see boxes appear around the 
graphic. Click and hold the center 
box of the graphic and move it to 
the side. This is the bitmap and can 
be deleted if the trace looks good.

Select Tool
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The scanning function of Ioline Design is no different than any other program. When you 
aquire an image in Ioline Design the scanned image will appear right on the page when done. 
This allows you to quickly scan an image and start working with it right away.

Click on
File > Acquire Image > Acquire

1 Scanning

Scanning setup

Before you can scan an image in Ioline Design you must first setup the scanner hardware 
and software on your computer by following the setup instructions that came with your 
scanner.

Your scanner software will open a 
scanning window.

Note: This window will look differ-
ent for every scanner. The scanner 
being used in this tutorial is made 
by Canon.

Make sure there is a document in 
the scanner and click on the Pre-
view button. This will show you a 
preview of the scanned image.

Preview
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Resize the outside box around the 
design by dragging the dashed lines 
inward. This gets rid of as much 
wasted space as possible.

Make sure all other settings are set 
to your liking (color, size, DPI, etc).

Click the Scan button

Once done, the scanned image 
will show up on the page in Ioline 
Design.

Scan

If you want to rotate the design 
click Layout > Size / Move for op-
tions to rotate, resize, skew, etc.


