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Universal I/S Cutter Ribbon Cable Installation 
Product P/N 105722, 105259, and 105321

Procedure P/N 111298 REV 0

Step 1: Turn off and unplug both the power cord and 
the communication cable.

Step 2: Left photo: Remove the left end cover by 
unscrewing both of the black screws (arrows). Right 
photo: To loosen the Y belt, insert the hex driver into 
the tensioner screw (red arrow) and rotate 2 full coun-
ter clockwise turns. 

Step 3: Left photo: To remove the carriage cover, 
unscrew both of the screws (arrows). Right photo: 
With the Y belt loosened, unhook the ‘T’ shaped clips 
from the carriage base. NOTE: To remove the car-
riage; press down on the carriage plate (red arrows), 
swing the bottom towards you, then lift up slightly to 
release the top wheel from the traverse.

Step 5: Remove the old ribbon cable from the inside 
track of the traverse and thread it out  in the direc-
tion as  shown NOTE: Tape holds the cable down, 
you will need to pull it loose. You will be able to 
re-use the tape for the new cable.

Step 4: When the carriage is removed from the tra-
verse, unplug the ribbon cable by pulling straight out 
as shown (arrow).

Step 6: Continue to pull the cable away from the tape 
the holds it to the outside of the left end plate as  
shown.

Step 7: Turn the machine over and remove the bottom 
cover (7 screws). Pull the ribbon through the slot and 
begin to pull the cable up from the tape that holds it 
to the inside of the platen.

Step 8: With cable free from the platen, remove 
the cable from the main board by pulling the cable 
out from the connector on the main board as shown 
(arrow).

Tools needed: Wrist strap, phillips screw driver and a 
9/64 inch hex driver.
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Step 9: With the new cable fully inserted into the 
receptor on the carriage board as shown. NOTE: The 
second photo shows where the cable is inserted. 
Between the white foam and the black cable 
wrap.

Step 10: Place the carriage back on the traverse. 
NOTE: The Y belt needs to be behind the carriage 
in the channel as  shown (arrow).

Step 11: With the carriage placed correctly on the 
traverse, slide it to the right until the base contacts 
the right end plate. NOTE: The ribbon cable NEEDS 
to have the correct amount of slack (arrow). Lay 
the cable down along the inside of the traverse 
using the old tape to secure it.

Step 12: With the ribbon cable attached to the tra-
verse, thread it through the top slot and secure the 
portion shown (yellow arrow) against the tape. Thread 
the end (blue arrow) into the bottom slot as shown.

Step 13: The black arrow shows the cable routed 
properly. Retighten the Y belt to the carriage by turn-
ing 2 full turns clockwise. NOTE: Make sure that 
the bracket feet (2) seat into the end plate (red 
arrow).

Step 14:  Turn the machine over and thread the ribbon 
cable under the power supply (use the old tape to 
secure it to the platen). NOTE: Will need support.

Step 15: Press the end of the cable into the connector 
on the main board as shown. Place the grey clip that 
came with the cable and place it in the platen area as 
shown. Just peel off the white cover that protects the 
adhesive.

Step 16: If you have more cable than you need.  Fold 
the excess into a figure 8 and slide it into the clip as  
shown. Place the bottom cover back on and screw 
down with the 7 screws.       ...FINISHED


