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Re-packing Guide StudioJet
Product P/N 109370
Procedure P/N: 110976 Rev 0

Step 6. Cradle the StudioJet in the bottom foam supports (3, 
yellow arrows) at the positions shown. [OPTIONAL - wrap the 
machine in plastic first]. The black arrow shows proper car-
riage position when the bottom supports are installed.

Step 2. Foam supports included with the machine. White ar-
rows point to the foam foot supports, the blue arrow points 
to the top foam supports and the yellow arrow points to the 
bottom foam supports. 

Step 8. Open all the flaps on the shipping box for easy in-
sertion of the machine.

Step 1. Items included with the machine and needed for re-
packing properly. Foam ears (black arrows) secure the ends 
of the machine after it is placed in the box (Step 11).

Step 7. Install the top foam supports (3, blue arrows), 
making sure they interlock with the bottom foam supports.

   Spacers

     Back Fillers

 Back Filler

NOTE: It is not necessary to ship stand parts 
to Ioline when servicing the StudioJet.

Step 3. Before packing, position the carriage 15 
inches from the right end cover (foam shown for 
guidance only, do not install at this time).

Step 4. Wrap masking tape around both of the parallel Y- 
belt sections to mesh the belt teeth together. This pre-
vents the carriage moving during shipping.

15 inches

Step 5. Remove the machine from the stand then 
place it on its back. Install the white foam foot sup-
ports over the tabs on the bottom of BOTH end 
plates that hold the machine on the stand. This is a 
critical step to avoid shipping damage.

Rear Fillers
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Rear Fillers
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Step 9. With two people, lift the machine by holding the 
bottom of each of the end covers. Gently lower the machine 
into the shipping box, making sure to keep the foam sup-
ports in place.

Step 13. NOTE: Use strong shipping tape for the three 
exposed edges of the box lid. Once the box is sealed, it is 
ready to ship.   ...FINISHED

Step 12. A close up of the installed trimmed spacer that as-
sures that the carriage is further protected from movement 
during shipping. Black arrows point to the foam inserts.

IMPORTANT: This step requires a minimum 
of two people to perform safely. 

Get help to prevent injuries!

Step 10. Push the machine forward at the foam supports 
(black arrows) to make a space behind the machine for the 
fillers. Center the machine in the box to make room for the 
foam ears (white arrows). 

Step 11. Insert the supports as shown above to properly 
pack the StudioJet. All spacers, fillers, and ears are shown 
separately in Step 1.  All foam supports are shown in Step 
2. The black arrow shows the cut out spacer to help stabi-
lize the carriage.
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