
Technical Bulletin                                              Cut Quality Problems/Studio 8

Due to high use or unusual operating conditions, the Studio 8 carriage assembly may

need periodic cleaning.  Ioline recommends the following process to eliminate cutting

problems associated with a dirty linear slide.

Symptoms:

1. Corners not meeting on square cuts

2. Blade misses parts of the plot

3. Blade pierces into or through the vinyl

Tools required:

• #1 Phillips head screw driver

• One (1) can of Electrical Switch & Contact Cleaner (aerosol or non-aerosol)**

• One (1) can Tri-Flow Lubricant

• Paper towels

Cleaning the Linear Slide:

1. Turn off your Studio 8 and unplug from the power source.

2. Remove the blade holder from the jaw assembly.

3. Remove the carriage return spring from the jaw assembly.

4. Loosen the two (2) phillips screws from the jaw assembly.  Gently move the jaw

to the left.  Let the jaw hang in the voice coil.  Caution: Be careful not to damage the

voice coil.  Do not place any pressure on the jaw or voice coil assemblies.

5. Place some paper towels on the surface of the plotter underneath the carriage

assembly.

6. Move the linear slide to the upper stop.  Generously spray the slide with the

Electrical Switch & Contact Cleaner.

7. Move the linear slide to the lower stop and repeat.

8. Move the linear slide to the middle position and repeat.

9. Move the slide to the lower stop.  Lightly spray the linear slide with Tri-Flow

Lubricant.  Repeat steps 7 & 8.



10. Move the slide to the middle of the race.  Carefully position the carriage jaw over

the mounting holes in the slide.

11. Install the upper screw, but do not fully tighten.

12. Install the lower screw and firmly tighten.  Caution: Do not over tighten the Carriage

Jaw screw or else the threads may strip.

13. Now firmly tighten the upper screw.

14. Install the carriage return spring and pen assembly.

15. Test the plotter.

**Tri-Flow Lubricant is available at most hardware stores.


